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HITACHI HMCS47C 
4-BIT SINGLE-CHIP MICROCOMPUTER 
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The HMCS47C is the CMOS 4-bit single chip microcomputer 
which contains ROM, RAM, I/O and Timer/Counter on single 
chip. The HMCS47C is designed to perform efficient controller 
function as well as arithmetic function for both binary and BCD 
data. The CMOS technology of the HMCS47C provides the 
flexibility of microcomputers for battery powered and battery 
back-up applications. 


= FEATURES 
4-bit Architecture 
4.096 Words of Program ROM and Pattern ROM (10 
bits/Word) | 
256 Digits of Data RAM (4 bits/Digit) 
44 |/O Lines and 2 External Interrupt Lines 
Timer/ Counter | 
5 usec Instruction Cycle Time 
All Instructions except One Instruction; Single Word and 
Single Cycle 
BCD Arithmetic Instructions 
Pattern Generation Instruction 
— Table Look Up Capability — 
@® Powerful Interrupt Function 
3 Interrupt Sources 
2 External Interrupt Lines 
Timer/ Counter 
Multiple Interrupt Capability 





@ Bit Manipulation Instructions for Both RAM and |/O D a 
. <2 . ° “ 4 3 
® Option of I/O Configuration Selectable on Each Pin; = PIN ARRANGEMENT D. D: 
With Pull up MOS or CMOS or Open Drain | D, D, 
@ Built-in Oscillator (Resistor or Ceramic Filter) A D, D, 
@ Built-in Power-on Reset Circuit < = Ros 
@ Low Operating Power Dissipation; 3.3mW typ. < NC > ce 
@ Stand-by Mode (Halt Mode); 66 uwW max. < NC >fBl <NC> 
@ CMOS Technology < NC >By Re» 
@ Single, +5V Power Supply D, j49)R,, Dio ne 
@ 54-pin Flat Plastic Package (FP-54) or 64-pin elie Di Reo 
: : a. a7 12 33 
Dual-in-line Plastic Package (DP-64S) D.. ae1R, dD. R3, 
D4 [a5], Dy, Rai 
Dig jaa JR, Dis R30 
D,. ras JR,, Rao HMCS47C R,; 
Rao pa2}R,, R, Ro» 
Ri HMCS47C “ta TRo, Raz Ros 
R,> j40 JR >, | R4309 Rr 
Rigs Ro R so INT, 
Ro p38 JR oo R;, INT, 
R «, INT, Rs. Rig 
Rs) INT, R53 Fy 
R., }3s]R,, RESET <NC > 
RESET 3 NC DBS <NC> 
— <NCS> <NC> 
D| 22 R 
ee . GNDEq R, 
OSC, Rio 
OSC, fig Ro3 
HLT Ba Ro. 
TEST Bi Ro 
Vec Roo 
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= BLOCK DIAGRAM 
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= MAXIMUM RATINGS 


em Remark 
Supply Voltage -0.3 to +7.0 PV | 


Except for the terminals 
Terminal Voltage (1) . -0.3 to Vec + 0.3 7 specified by V+5 


Terminal Voltage (2) | -0.3 to +10.0 


Applied to the Open Drain 
type of Output pins and Open 
Drain type of I/O pins. 


Maximum Total Output Current (1) [NOTE 3] 
Maximum Total Output Current (2) =o my [NOTE 3] 


Operating Temperature pL to +75 
Storage Temperature -55 to +125 


[NOTE 1] Permanent LS! damage may occur if ‘‘Maximum Ratings’’ are exceeded. Normal operation should be under the conditions of “Electrical 
Characteristics -1, -2.’’ If these conditions are exceeded, it could be cause of malfunction of LSI and affect reliability of LSI. 


[NOTE 2] All voltages are with respect to GND. 


[NOTE 3] The Maximum Total Output Current is total sum of output currents which can flow out (or flow in) from or into the 1/O pins and Output 
pins simultaneously. 
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HMCS47C 
a ELECTRICAL CHARACTERISTICS-1 


Item 


LX nae 


Input “Low” Voltage 
Input “High” Voltage (1) 
Input ““High’’ Voltage (2) 
Output “Low” Voltage 
Output “High” Voltage (1) 
Output “‘High’’ Voltage (2) 
Interrupt Input Hold Time 
Output “High’’ Current 


lot = = 1.6mA 


-lon =1.0mA 
-lon = =0.01mA 
=Qto 10V 


a = — Vec = OV, 
Ceramic Filter 
Oscillation, 
(fos¢ = 800KHz) 
Vin =Vec, Vcc = 
R; Oscillation, 
(fosc = 800kKHz) 
External Clock 
Operation on = sel] 


a 


= 1.0V S01 10V 


in =Vec, a 0.2V 





in 
VonH2 


Ne 


Input Leakage Current 


Pull up MOS Current 









Supply Current (1) lees 










5V 


Supply Current (2) lec 


Standby 1/O Leakage 
Current 





I~ 
ite 


Standby Supply Current 
External Clock Operation 


lees 


Exiernai Ciock Frequency T 
External Clock Duty 
External Clock Rise Time 
External Clock Fall Time 
Instruction Cycle Time 


cp 


Tinst Tinst y 4/fep f, 


Internal Clock Operation (R¢ Oscillation) 


Clock Oscillation Frequency Tose 


Instruction Cycle Time Tine 


Internal Clock Operation (Ceramic Filter stan 
Clock Oscillation Frequency 


fose 
Tinst 


Instruction Cycle Time 


[NOTE 1] 
[NOTE 2] 
[NOTE 3] 
[NOTE 4] 
[NOTE 5] 
[NOTE 6] 
[NOTE 7] 


All voltages are with respect to GND. : 

This is applied to RESET, HLT, OSC,, INT,, INT, and the With Pull up MOS 
This is applied to the Open Drain type of I/O pins. 

This is applied to the CMOS type of 1/O or Output pins. 

This is applied to the With Pull up MOS or CMOS type of !/O or Output pins. 
This is applied to the Open Drain type of I/O or Output pins. 


I/O current is excluded. 
loca VS. fosc/fep and [coca vs. Vee are shown in Figure 1. 
[NOTE 8] 


[NOTE 9] !/O current is excluded. 
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or CMOS type of 1/O pins. 


The Standby 1/0 Leakage Current is the 1/O leakage current in the Halt and Disable State. 





Note 


NO 


Ex 
> 
“J 


The Standby Supply Current is the supply current at Ve 


cc = 5V + 10% in the Halt State. The supply current in the case where the 


supply voltage falls to the Halt Duration voltage is called the Halt Current (Ipj44), and it is shown in “Electrical Characteristics -2.'’ 
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Figure 1 leco Vs, fosel bays loco VS. Vec 
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= ELECTRICAL CHARACTERISTICS-2 (Ta =-20°C to +75 C) 


Reset and Halt 


Item 
Halt Duration Voltage 
Halt Current 


Halt Delay Time 


Operation Recovery Time 


HLT Fall Time 
HLT Rise Time 
HLT “Low” Hold Time 


HLT “‘High”’ Hold Time 


Power Supply Rise Time 


Power Supply OFF Time 


RESET Pulse Width (1) 





Vou | AUf=0avSSCSC—~i Sas) 
nam | - |» fo | 
HLT = 0.2V, Voy = 2.3V ) 
ee ee ee 
el SRA SA I 
a a 
war) 00 
Fetal EO 
tepe operation ms 
ee eee 












R- Oscillation, 
Ceramic Filter 






Built-in 





= fo MS 












eee Oscillation 
Operation 3 
‘ Built-in Reset fag 
Orr HLT = Vec 









External Reset a 
Vec = 4.5 to 5.5V, HLT = Vee 
(R- Oscillation, External Clock 
Operation) 













t 
per External Reset 


Vec =45to 5.5V, HLT = Vec 








RESET Pulse Width (2) 
HET =f Vec 


[NOTE] All voltages are with respect to GND. 


= SIGNAL DESCRIPTION : 

The input and output signals for the HMCS47C, shown in 
PIN ARRANGEMENT, are described in the following para- 
graphs. 
® Vcc and GND 

Power is supplied to the HMCS47C using these two pins. 
Vecc is power and GND is the ground connection. 

@ RESET 

This pin allows resetting of the HMCS47C at times other 
than the automatic resetting capability (ACL; Built-in Reset 
Circuit) already in the HMCS47C. The HMCS47C can be reset 
by pulling RESET high. Refer to RESET FUNCTION for addi- 
tional information. 

@® OSC, and OSC, . 

These pins provide control input for the built-in oscillator 
circuit. A resistor, ceramic filter circuit, or an external oscillator 
can be connected to these pins to provide a system clock with 
various degrees of stability/cost tradeoffs. Lead length and stray 
capacitance on these two pins should be minimized. Refer to 
OSCILLATOR for recommendations about these pins. 

e HLT 

This pin is used to place the HMCS47C in the Halt State 
(Stand-by Mode). 

__The HMCS47C can be moved into the Halt State by pulling 
HLT low. 


(Ceramic Filter Oscillation) 
Fxternal Reset 


~_—ww 


Voc = 4.5 to 5.5V, 







In the Halt State, the internal clock stops and all the internal 
statuses (the RAM, the registers, the Carry F/F, the Status 
F/F, the Program Counter, and all the internal statuses) are 
held. 

Consequently, the power consumption is reduced. By pulling 
HLT high, the HMCS47C starts operation from the state just 
before the Halt State. 

Refer to HALT FUNCTION for details of the Halt Mode. 

@ TEST | 

This pin is not for user application and must be connected 
to Vec é 
@ INT) and INT, 

These pins provide the capability for asynchronously apply- 
ing external interrupts to the HMCS47C. 

Refer to INTERRUPTS for additional information. 
® Roo — Ros, Rio — Riz, R20 — R23, Rao — R33, Rao — Ras, 

Rso — Rs3 

These 24 lines are arranged into six 4-bit Data Input/Output 
Common Channels. 

The 4-bit registers (Data I/O Register) are attached to these 
channels. Each channel is directly addressed by the operand of 
input/output instruction. Refer to INPUT/OUTPUT for addi- 
tional information. 
© Reo — Res 

These 4 lines are the 4-bit Data Output Channel. 
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The 4-bit register (Data I/O Register) is attached to this 
channel. 

The channel is directly addressed by the operand of input/ 
output instruction. 

Refer to INPUT/OUTPUT for additional information. 
© Do — Dis 

These lines are 16 1-bit Discrete Input/Output Common 
Terminals. 

The 1-bit latches are attached to these terminals. Each ter- 
minal is addressed by the Y register. The Dp to D3 terminals are 
also addressed directly by the operand of input/output instruc- 
tion. Refer to INPUT/OUTPUT for additional information. 





HMCS47C 


= ROM 
@® ROM Address Space 

ROM is used as a memory for the instructions and the pat- 
terns (constants). The instruction used in the HMCS47C consists 
of 10 bits. These 10 bits are called ‘“‘a word’’, which is a unit 
for writing into ROM. 

The ROM address has been split into two banks. 

Each bank is composed of 32 pages (64 words/page). 

The ROM capacity is 4,096 words (1 word = 10 bits) in all. 

All addresses can contain both the instructions and the pat- 
terns (constants). 

The ROM address space is shown in Figure 2. 


64 words ——+ 


1—F OF w___———- 3E. 3F 


O Page 









1 Page 


Bank O 
30 Page 
31 Page 
O Page | 
1 Page 
Bank 1 


29 Page 
30 Page 
31 Page 


*Bank O 0 Page (0 Page) is the Subroutine Space. 


, 
Ke 









(0 Page) 

Timer/Counter Interrupt Address 
BankO O Page 3F Address 

(0 Page 3F Address) 





, (1 Page) 
\ 


Input Interrupt Address 
Bank QO 1 Page 3F Address 
(1 Page 3F Address) 


1 (30 Page) 
(31 Page) 
(32 Page) 
(33 Page) 


Reset Address 
Bank 1 31 Page 3F Address 
(63 Page 3F Address) 


Note: The parenthesized contents are expressions of the Page, combining 


the bank part with the page part. 


Figure 2 ROM Address Space 
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® Program Counter (PC) | 
The program counter is used for addressing of ROM. The 
Bank 






Page 





[Fee _]| 
[1 Peee _} 


30 Page | 
- 31 Page 


O Page 

(32 Page) 
[al | 

(33 Page) 





Address 


| 3F Add ress 


3E Address . 








OF Address 
1F Address | 





3F Address 
3E Address 


program counter consists of the bank part, the page part, and 
the address part as show in Figure 3. | 





0 Page 
(62 Page) 
Page 

(63 Page) 











OF Address 


1F Address | 










Note: The parenthesized contents are expressions of the 


Page, combining the bank part with the page part. 


Figure 3 Configuration of Program Counter 


The bank part is a 1-bit register and the page part is a 5-bit 
register. 

Once a certain value is loaded into the bank part or the page 
part, the content is unchanged until other value is loaded by a 
program. 

The settable value is ‘‘0” (the Bank 0) or “‘1”’ (the Bank 1) 
for the bank part, and 0 to 31 for the page part. 

The address part is a 6-bit polynomial counter and counts up 
for each instruction cycle time. The sequence in the decimal and 
hexa-decimal system is shown in Table 1. This sequence is cir- 


culating and has neigher the starting nor ending point. It doesn’t 


generate a overflow carry. Consequently, the program on a same 
page is executed in order unless the value of the bank part or 
the page part is changed. 


Table 1 Program Counter Address Part Sequence 


Decimal eae 
63 09 
62 13 
61 26 
59 oc 
55 19 
47 32 
30 25 
60 0A 
57 15 
51 2A 
39 14 
14 28 
29 10 
58 20 
53 00 
43 01 
22 03 
44 07 
24 OF 
48 1F 
33 

2 
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@® Designation of ROM Address and ROM Code 
The bank part of the ROM address is shown in the binary 
system and the page part in the decimal system. The address 
part is divided into 2 bits and 4 bits, and shown in the hexa- 
decimal system. | 
It is possible to combine the bank part and the page part and 
show the combined part as the Page (in the decimal system). 


(a) ROM Address 


(Page Part) SSN 
Bank Part 


HMCS47C 


In this case, the 0 Page to the 31 Page in the Bank 1 are shown 
as the 32 Page to the 63 Page. The examples are shown in Figure 
4. 

One word (10 bits) of ROM is devided into three parts (2 
bits, 4 bits and 4 bits from the most significant bit 0,9 in order) 
shown in the hexa-decimal system. The examples are shown in 
Figure 4. 


| eC waa Page Part —————_, -—— Address Part ———___ 


NS Ve Deiat Ne eee, ee (9226.02 Page 26 Address) 


Binary Hexa- 
; / decimal 
\____—— (Decimal) 


(b) ROM Code 





=o Hexa- 2 oe Hexa-decimal Speer) Vas Hexa-decimal —/ 


decimal 


decimal 


ROM Pattern, Object Code: 1B5 


Figure 4 Designation of ROM Address and ROM Code 


= PATTERN GENERATION 

The pattern (constant) can be accessed by the pattern instruc- 
tion (P p). The pattern can be written in any address of the 
ROM address space. 
@ Reference 

ROM addressing for reference of the patterns is achieved by 
modifying the program counter with the accumulator, the B 
register, the Carry F/F and the operand p. Figure 5 shows how 
to modify the program counter. The address part is replaced 


with the accumulator and the lower 2 bits of B register, while 
the page part and the bank part are ORed with the upper 2 bits 
of B register, the Carry F/F and the operand p. 


The value of the operand p (p2, p1, Po) is 0 to 7 (decimal). 
fhe bank part of the RUM address to be reterencea to is 


determined by the logical equation: PC,, + P, (P, = the MSB of 
the operand p). 

If the address where the pattern instruction exists is in the 
Bank 1, only the pattern of the Bank 1 can be referenced. 

If the address where the pattern instruction exists is in the 
Bank O, the pattern of the either Bank 1 or Bank 0 can be refer- 
enced depending on the value of p,. The truth table of the bank 
part of the ROM address is shown in Table 2. 

The value of the program counter is apparently modified and 
does not change actually. After execution of the pattern instruc- 
tion, the program counter counts up and the next instruction is 


executed. 
The pattern instruction is executed in 2 instruction cycle 


time. 
@ Generation 

The pattern of referred ROM address is generated as the fol- 
lowing two ways: | 

(i) The pattern is loaded into the accumulator and B 

register. 

(ii) The pattern is loaded into the Data I/O Registers R2 

and R3. 

Selection is determined by the command bits (O9, Oj9) in 
the pattern. 

Mode (i) is performed when Og is 
formed when Ojo is “1”. 

Mode (i) and (ii) are simultaneously performed when both of 
Oy and Ojo are “1”. The correspondence of each bit of the pat- 
tern is shown in Figure 6. 

Examples of the pattern instruction is shown in Table 3. 


ay | 99 


and mode (ii) is per- 


CAUTION 
In the program execution, the pattern can not be distinguish- 
ed from the instruction. When the program is executed at the 
addresses into which pattern is written, the instruction corres- 
ponding to the pattern bit is executed. Take care that a pattern 
is not executed as an instruction. 
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————— (Page Part) aaa 
a) cas Page ie p>—————— Address Part ——-——_, 


Bank Part 


PC,, PCr PC, 








ee ee 
(Data for Modification) | P, PP, Po 
eee gee Se 
fe + + +C +B, 
ROM cae p*?2_) 7 P, Lap, | + L Pai. ‘1 one ie Ls a - 


Figure 5 ROM Addressing for Pattern Generation 


Table 2 Bank Part Truth Table of Pattern Generation 


PC | ee 4 Bank part of ROM address 
it to be referenced to 
eennes La. 1 (Bank 1) 
eS 1 (Bank 1) 
ie ar = ae 1 (Bank 1) 
Lo | 0 (Bank 0) 


Pattern of ROM 


Loaded into the accumulator 
and B register 





rT Loaded into the R2 and R3 
| 1 Roo Rai R22 Ro; R30 Rat Rao R33 registers 


Figure 6 Correspondence of Each Bit of Pattern 


Table 3 Example of Pattern Instructions 


Before Execution | Referred ROM ROM | After Execution 


a pew [a Ta Te Te 
Bank 0 0-3F Bank 0 10-20 

(0-3F) (10-20) 

Bank 0 0-3F Bank 1 29-00 22D 

(0-3F) (61-00) | 

Bank 1 30-00 x% Bank 1 30-09 
aS Caco nk MESES 
Bank 1 30-00 %% Bank 1 31-39 


(63-39) 
* “—"' means that the value does not change after execution of the instruction. 
** "0/1" means that either ‘0’ or ‘‘1’’ may be selected. 
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® BRANCH 

ROM is accessed according to the program counter sequence 
and the program is executed. In order to jump to any address 
out of the sequence, there are four ways. They are explained in 
the following paragraphs. 

e BR 

By BR instruction, the program branches to an address in the 
current page. 

The lower 6 bits of ROM Object Code (operand a, O, to O, ) 
are transferred to the address part of the program counter. This 
instruction is a conditional instruction and executed only when 
the Status F/F is “‘1”’. If it is “0”, the instruction is skipped and 
the Status F/F becomes “1”. The operation is shown in Figure 7. 
@ LPU 

By LPU instruction, the jump of the bank and page is per- 
formed. 

The lower 5 bits of the ROM Object Code (operand u, O; 
to O,) are transferred to the page part of the program counter 
with a delay of 1 instruction cycle time. At the same time, the 
signal Ry (the reversed-phase signal of the Data I/O Register 
R40 ) is transferred to the bank part of the program counter with 
a delay of 1 instruction cycle time. The operation is shown in 
Figure 8. 

Consequently, the bank and page will remain unchanged in 
the cycle immediately following this instruction. In the next 
cycle, a jump of the bank and page is achieved. 

This instruction (LPU) is conditional, and is executed only 
when the Status F/F is “1”. Even after a skip, the Status F/F 
will remain unchanged (‘‘0’’). 

LPU instruction is used in combination with BR instruction 
or CAL instruction as the macro instruction of BRL or CALL 
instruction. 


HMCS47C 


e® BRL 

By BRL instruction, the program branches to an address in 
any bank and page. 

This instruction is a macro instruction of LPU and BR 
instructions, which is divided into two instructions as follows. 


BRL a-b ——-m LPU a 
BR b 


< Jump to Bank “R.,."",a Page — b Address > 


BRL instruction is a conditional instruction because of 
characteristics of LPU and BR instructions, and is executed only 
when the Status F/F is “‘1”’. If the Status F/F is “‘0”’, the instruc- 
tion is skipped and the Status F/F become “1”. The examples 
of BRL instruction are shown in Figure 9. 

@® TBR (Table Branch) 

By TBR instruction, the program branches by the table. 

The program counter is modified with the accumulator, the 
B register, the Carry F/F and the operand p. 

The method for modification is shown in Figure 10. 

The bank part is determined by the logical equation: PC,, + 
P2, as Shown in Table 4. 

If the address where TBR instruction exists is in the Bank 1, 
a jump can be made to an address in the Bank 1 only and not to 
that in the Bank 0. 

If the address where TBR instruction exists is in the Bank 0, 
a jump can be made to an address in either the Bank 1 or the 
Bank 0 depending on the value of the operand p,. 


TBR instruction is executed regardless of the Status F/F, and 
does not affect the Status F/F. 





Bank Part 


Figure 7 BR Operation 


Data |/O 
Register 








cf Parr 


Bank Part 


Delay by 1 Instruction Cycle Time 


Address Part 


Figure 8 LPU Operation 
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Branch to Bank 0 


LAI 15 
--LRA 7 
s--LPU 5 

BR -33F I 

LAI 15 

LBA 
r-LRA 7 
| COMB 
t-eLPU 31 

BR 3F ° 


Branch to Bank 1 


LAI 0 

r--LRA 7 

‘->LPU 15 i 
BR 3F 5 
LAI 0 
LTA 

ce“LRA 7 

; LYI 2 

' XMA 

‘--LPU = 10 
BR 2E | 


R 4 = tate (R., — £0") 
BRL 5-3F . 
(Branch to Bank 0 5-3F (5-3F)) 


BRL 31-3F 
(Branch to Bank 0 31-3F (31-3F)) 


Rio = fs © (R55 =_ ds a | 


BRL 15-3F 
(Branch to Bank 1 15-3F (47-3F)) 


Rio = chs i (R., = “4q') 


BRL 10-2E 
(Branch to Bank 1 10-2E (42-2E)) 


Figure 9 BRL Example 


Table 4 Bank Part Truth Table of TBR Instruction 


PC, 


1 (Bank 1) 


O (Bank 0) 


12 


Bank Part of PC after 
TBR 

i aa 1 (Bank 1) 

Oo 1 (Bank 1) 

1 (Bank 1) 

a a 0 (Bank 0) 


@ SUBROUTINE JUMP 
There are two types of subroutine jumps. They are explained 
in the following paragraphs. 


@ CAL 

By CAL instruction, subroutine jump to the Subroutine 
Space is performed. 

The Subroutine Space is the Bank 0 O Page (0 Page). 

The address next to CAL instruction address is pushed onto 
the Stack ST1 and the contents of the stacks ST1, ST2 and ST3 
are pushed onto the stacks ST2, ST3 and ST4 respectively as 
shown in Figure 11. 

The bank part of the program counter becomes the Bank 0 
and the page part becomes the 0 Page. The lower 6 bits (operand 
a, O, ~ O,) of the ROM Object Code is transferred to the ad- 
dress part of the program counter. 


The HMCS47C has 4 levels of stack (ST1, ST2, ST3 and ST4) 
which allows the programmer to use up to 4 levels of subroutine 
jumps (including interrupts). 

CAL is a conditional instruction and executed only when the 
Status F/F is “1”. If the Status F/F is “0”, it is skipped and the 
Status F/F changes to ‘‘1”’. 

@ CALL 

By CALL instruction, subroutine jump to an address in any 
bank and page is performed. 

Subroutine jump to any address can be implemented by the 
subroutine jump to the page specified by LPU instruction in the 
bank designated by the reversed-phase signal R5) of the Data 
I/O Register Ro. 


This instruction is a macro instruction of LPU and CAL 
instructions, which is divided into two instructions as follows 


CALL a-b LPU a 


CAL b 





< Subroutine Jump to Bank ne a Page — b Address > 


CALL instruction is conditional because of characteristic of 
LPU and CAL instructions and is executed when the Status F/F 
is “‘1’’. If the Status F/F is ‘“‘0”’, the instruction is skipped and 
the Status F/F changes to “‘1’’. The examples of CALL instruc- 
tion are shown in Figure 12. 


[a (Page Part) aero oy 


Bank Part 


D 
‘oie 7 \ fo Page Pat eS Address Part 





(Modification) 





(PC after TBR 
Instruction) 






s PC, 








By By Az; A, Ay Ay 


Figure 10 Modification of Program Counter by TBR Instruction 
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Bank 
Part 


PC 


ST1 


ST2 


ST3 


ST4 
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Figure 11 Subroutine Jump Stacking Order 


Subroutine Jump to Bank O 


LAL 15 = 
LRA 7 Rao = onger (Ro = "QO"') 
LPU 5D 
CALL 5-3F 
CAL 3F ; (Subroutine Jump to Bank 0 5-3F (5-3F)) 
LAI 15 | 
LBA _ 
LRA 7 Rig = 1" (Ra, = 0") 
' COMB : 
ai =u + CALL 3-3F 
(Subroutine Jump to Bank 0 31-3F (31-3F)) 
Subroutine Jump to Bank 1 
LAI 0 ae 
rLRA 7 Rip = "0" (Ra, = 1") 
"ea apt GAL ISSE 
: (Subroutine Jump to Bank 1 15-3F (47-3F)) 
LAI 0 
LTA a | 
r-LRA 7 Ro = “0” (Rae = “4q'') 
LY| 3 
1 XMA : 
‘oLPU 10 
CAL DE : CALL 10-2E 


(Subroutine Jump 


to Bank 1 10-2E (42-2E)) 


Figure 12 CALL Example 


# RAM 

RAM is a memory used for storing data and saving the con- 
tents of the registers. Its capacity is 256 digits (1,024 bits) 
where one digit consists of 4 bits. 

Addressing of RAM is performed by a matrix of the file No. 
and the digit No. 

The file No. is set in the X register and the digit No. in the Y 


register for reading, writing or testing. Specific digits in RAM. 


can be addressed not via the X register and Y register. These 
digits are called ““Memory Register (MR)’, 0 to 15 (16 digits in 
all). The memory register can be exchanged with the accumu- 
lator by XAMR m instruction. 

| @H 


The RAM address space is shown in Figure 13. 

In an instruction in which reading from RAM and writing to 
RAM coexist (exchange between RAM and the register), reading 
precedes writing and the write data does not affect the read 
data. 

The RAM bit manipulation instruction enables any addres- 
sed RAM bit to be set, reset or tested. The bit assignment is 
specified by the operand n of the instruction. 

The bit test make the Status F/F “1” when the assigned bit 
is “*1”’ and make it “‘0”’ when the assigned bit is “‘0”’. 

Correspondence between the RAM bit and the operand n is 
shown in Figure 14. | 
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7{6}5]4]3{2]1]0| Y register 
7{6] 5] 4] 3] 2] 1 | 0] OsitNno. 
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26 
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Figure 13 RAM Address Space 


23 22 21 2° 
[OO] o =o 
[oO | 2 ma 
(oO 3. M3) 


n = Bit Assignment No. (Operand) 
Figure 14 RAM Bit and Operand n 
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= REGISTER 

The HMCS47C has six 4-bit registers and two 1-bit registers 
available to the programmer. The 1-bit registers are the Carry 
F/F and the Status F/F. They are explained in the following 
paragraphs. 

@ Status F/F (S) 

The Status F/F latches the result of logical or arithmetic 
operations (Not Zero, Overflow) and bit test operations. The 
Status F/F affects conditional instructions (LPU, BR and CAL 
instructions). These instructions are executed only when the 
Status F/F is ‘1”’. If it is ‘0”’, these instructions are skipped and 
the Status F/F becomes “1”’. 

@ Accumulator (A; A register) and Carry F/F (C) 

The result of the Arithmetic Logic Unit (ALU) operation (4 
bits) and the overflow of the ALU are loaded into the accumula- 
tor and the Carry F/F. The Carry F/F can be set, reset or tested. 
Combination of the accumulator and the Carry F/F can be right 
or left rotated. The accumulator is the main register for ALU 
operation and the Carry F/F is used to store the overflow gener- 
ated by ALU operation when the calculation of two or more 
digits (4 bits/digit) is performed. 

@ B register (B) 

The result of ALU operation (4 bits) is loaded into this 
register. The B register is used as a sub-accumulator to stack 
data temporarily and also used as a counter. 
© X register (X) 

The result of ALU operation (4 bits) is loaded into this 
register. The X register has exchangeability for the SPX register. 
The X register addresses the RAM file. 

@ SPX register (SPX) 

The SPX register has exchangeability for the X register. 

The SPX register is used to stack the X register and expand 
the addressing system of RAM in combination with the X 
register. 

@ Y register (Y) 

The result of ALU operation (4 bits) is loaded into this 
register. The Y register has exchangeability for the SPY register. 
The Y register can calculate itself simultaneously with transfer- 
ring data by the bus lines, which is usable for the calculation of 
two or more digits (4 bits/digit). The Y register addresses the 
RAM digit and 1-bit Discrete I/O. 

@ SPY register (SPY) 

The SPY register has exchangeability for the Y register. The 
SPY register is used to stack the Y register and expand the 
addressing system of RAM and 1-bit Discrete I/O in combina- 
tion with the Y register. 


HMCS47C 


# INPUT/OUTPUT 
® 4-bit Data Input/Output Common Channel (R) 

The HMCS47C has five 4-bit Data I/O Common Channels 
(RO, R1, R2, R3, R4 and RS5) and one 4-bit Data Output Chan- 
nel (R6). 

The 4-bit registers (Data I/O Register) are attached to these 
channels. 

Each channel is directly addressed by the operand P of 
input/output instruction. 

The data is transferred from the accumulator and the B 
register to the Data I/O Registers RO to RS via. the bus lines. 
Pattern instruction enables the patterns of ROM to be loaded 
into the Data I/O Registers R2 and R3. 

Input instruction enables the 4-bit data to be sent to the 
accumulator and the B register from RO to RS. Note that, since 
the Data I/O Register’s output is directly connected to the pin 
even during execution of input instruction, the input data is 
wired logic of the Data I/O Register’s output and the pin input. 
Therefore, the Data I/O Register should be set to 15 (all bits 
of the Data I/O Register is “1”) not to affect the pin input 
before execution of input instruction, and Open Drain or With 
Pull up MOS should be specified for the I/O configuration of 
these pins. 

The block diagram is shown in Figure 15. The I/O timing is 
shown in Figure 16. 
® 1-bit Discrete Input/Output Common Terminal (D) 

The HMCS47C has 16 1-bit Discrete I/O Common Terminals. 

The 1-bit Discrete I/O Common Terminal consists of a 1-bit 
latch and a I/O common pin. 

The 1-bit Discrete I/O is addressed by the Y register. The 
addressed latch can be set or reset by output instruction and 
“0”? and “1” level can be tested with the addressed pin by input 
instruction. 

Note that, since the latch output is directly connected to the 
pin even during execution of input instruction, the input data 
is wired logic of the latch’s output and the pin input. Therefore, 
the latch should be set’to ‘‘1”’ not to affect the pin input before 
execution of input instruction and Open Drain or With Pull up 
MOS should be specified for the I/O configuration of this pin. 

The Dy to D3 terminal are also addressed directly by the 
operand n of input/output instruction and can be set or reset. 
The block diagram is shown in Figure 17 and the I/O timing is 
shown in Figure 18. 

@ 1/O Configuration 

The I/O configuration of each pin can be specified among 
Open Drain, With Pull up MOS and CMOS using a mask option 
as shown in Figure 19. 
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(a) RO to R5 
Output Function 
Boao Pe ee . n=0~5 
Data 
= 
t 
\ 
91 22 23 
: f 
All bits are 4 rent eal a 
set to ‘‘1"’ by the 
reset function To the accumulator and the B register 
(bo) R6 
Output Function 
Data 





All bits are 
set to ‘‘0’’ by the 
reset function 


Figure 15 4-bit Data I/O Block Diagram 


LSI One Instruction Cycle 

Internal 

Clock 

| -., +! —_ | iy iE —_ = 

| | @ oe 
o2 


LRA, LRB 
Instruction 


Pattern 
Instruction 


Input 
LAR, LBR Instruction 
Instruction 





> — fs — =x as. 


Rn Sampling Clock 


Figure 16 4-bit Data I/O Timing 


Set Signal by the reset function 


Set Instruction 


Reset Instruction 





Figure 17 1-bit Discrete 1/O Block Diagram 
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LSI . 
iateraal One Instruction Cycle 
Clock 
[ o1 , ee 
SED, RED, Dn Set/Reset 
TD coi 
Instruc- 
tion 
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i 





Dn Test 


instruction 


Dn 
Sampling 
Clock 


Figure 18 1-bit Discrete 1/O Timing 


(a) Configuration of Output Pin 


Applied Pins; R,, to R,, 


No Pull up MOS 
(Open Drain) 


1/0 Enable 





— NMOS 
(b) Configuration of I/O Pin 
Applied pins; D, toD,,, Ry, toR,,,R,, toR,;, 
Ryo to R23, Ryo to Raz, Rao to Rag, Rs to Re, 


No Pull up MOS 
(Open Drain) 


__Vec., Vec 1/0 





1/0 Enable —=_ 


1/O 
Enabie- 






reer eer —_— om om 






meee em 


Input circuit 


1/O Enable 


NMOS 


With Pull up MOS (PMOS) 


Input circuit 


1/O Enable 


CMOS 
Vcc 
1/O Enabie PMOS 
NMOS 
CMOS 





* When “‘Disable” is specified for the 1/O State at the Halt State, 
the 1/O Enable signal shown in the figure turns off the input circuit, 


Pull up MOS and NMOS output and sets CMOS output to high 
inpedance (PMOS, NMOS; OFF). 


Figure 19 1/O Configuration 


= TIMER/COUNTER 

The timer/counter consists of the 4-bit counter and the 6-bit 
prescaler as shown in Figure 20. The 4-bit counter may be 
loaded under program control and is incremented toward 15 by 
the prescaler overflow output pulse or the input pulse of INT, 
pin (its leading edge is counted). The clock input to the counter 
is selected by the CF F/F. When the CF F/F is ‘‘0’’, the clock 
input is the prescaler overflow output pulse (Timer Mode). 
When the CF F/F is “‘1’’, the clock input is the input pulse of 
INT, pin (Counter Mode). When the counter reaches zero 
(returns from 15 to zero), the overflow output pulse is gener- 
ated and the counter continues to count (14 ~15>0->1->2 


:\ 
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The TF F/F is a flip-flop which masks interrupts from the 
timer/counter. It can be set and reset by interrupt instruction. 
If the overflow output pulse of the counter is generated when 
the TF F/F is reset (‘0’’), an interrupt request occurs and the 
TF F/F becomes “‘1”’. If the overflow output pulse is generated 
when the TF F/F is set (‘‘1’’), no interrupt request occurs. The 
TTF instruction enables the TF F/F to be tested. 

The prescaler is a 6-bit frequency divider. It divides a system 
clock (instruction frequency) by 64 into the overflow output 
pulses of “instruction frequency + 64”. 

The prescaler is cleared when data is loaded into the counter 
(by LTA or LTI instruction). The frequency division is 0 when 
the prescaler is cleared. At the 64th clock, an overflow output 
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pulse is generated from the prescaler. During operation of the 
LSI, the prescaler is operating and cannot be stopped. (In the 
Halt state, it stops.) The relation between the specified value of 
the counter and specified time in the Timer Mode. is shown in 
Table 5. 

The pulse width of the INT, pin in the Counter Mode must 
be at least 2 instruction cycle time for both “High” and “‘Low” 
levels as shown in Figure 20. | 
= INTERRUPT 

The HMCS47C can be interrupted two different ways: 
through the external interrupt input pins (INT), INT, ) and the 
timer/counter interrupt request. When any interrupt occurs, 
processing is suspended, the Status F/F is unchanged, the 
present program counter is pushed onto the stack ST1 and the 
contents of the stacks ST1, ST2 and ST3 are pushed onto the 
stacks ST2, ST3 and ST4 respectively, the Interrupt Enable F/F 
(I/E) is set, the address jumps to a fixed destination (Interrupt 
Address), and the interrupt routine is executed. Stacking the 
registers other than the program counter must be performed by 
the program. The interrupt routine must end with RTNI 





(Return Interrupt) instruction which sets the I/E F/F simultane- 
ously with RTN instruction. 


The Interrupt Address: 
-Input Interrupt Address ........ Bank O 1 Page 3F Address 
(1 Page 3F Address) 
Timer/Counter Interrupt Address........ Bank 0 O Page 
3F Address 
(O Page 3F Address) 


The input interrupt has priority over the timer/counter inter- 
rupt. 

The INTy and INT, pin have an interrupt request function. 
Each terminal consists of a circuit which generates leading pulse 
and the Interrupt mask F/F (IFO, IF1). An interrupt is 
enabled (unmasked) when the IFO F/F or IF1 F/F is reset. 
When the INT, or INT, pin changes from “0” to “1” (from 
““Low’’ level to “‘High’’ level), a leading pulse is generated to 
produce an interrupt request. At the same time, the IFO F/F or 
IF1 F/F is set. When the IFO F/F or IF1 F/F is set, the inter- 
rupt masking for the pin will result. (If a leading pulse is gener- 
ated, no interrupt request occurs.) 





Data bus 
Prescaler Clear (LTA, LTI) 
Counter Overflow an Output 
Output Pulse = 
(LAT) (LTA, LTH) oe 
Interrupt cil 6-bit Prescaler ae 
Request , ae e . 
from Timer/ | ) : 4-bit Gi e—s | (ee) 
Counter Ca S C4 | Counter q y 
(Refer to Figure 22) ° x SETF ( INT, Leading Pulse 
i AP-RETF (Refer to Figure 22) 
S SECF 
. F: Seth iorit Rese 
Te ere - = T et has priority over Reset Q ore. — 
INT, Pulse 
tint 2 2-Tinst 
(where, Tinst = One Instruction Cycle Time) 
Figure 20 Timer/Counter Block Diagram 
Table 5 Timer Range 
Specified Number of bee Specified Number of 
Time (m * 
Value Cycles (ms) Value Cycles PUEENS | 


~is}@}]on |B} /] ph] 
~] 
Oo 
oO 


0 | 1024 


es eX 


448 2.24 


60 
er ee ee 


0.96 


0.64 


a 


a 


* Time is based on instruction frequency 200kHz. (One Instruction Cycle Time (Tinst) = 5us) 
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An interrupt request generated by the leading pulse is latched 
into the input interrupt request F/F (I/RI) on the input side. If 
the Interrupt Enable F/F (1/E) is ‘“‘1”’ (Interrupt Enable State), 
an interrupt occurs immediately and the I/RI F/F and the I/E 
F/F are reset. If the I/E F/F is ‘‘0” (Interrupt Disable State), the 
I/RI F/F is held at ‘1’ until the HMCS47C gets into the Inter- 
rupt Enable State. 

The IFO F/F, the IF1 F/F, the INT, pin and the INT, pin 
can be tested by interrupt instruction. Therefore, the INTp and 
the INT, can be used as additional input pins with latches. 

The INT, pin and INT, pin can be provided with Pull up 
MOS using a mask option as shown in Figure 21. 


HMCS47C 


An interrupt request from the timer/counter is latched into 
the timer interrupt request F/F (I/RT). The succeeding opera- 
tions are same as an interrupt from the input. Only the excep- 
tion is that, since an interrupt from the input precedes a timer/ 
counter interrupt, the input interrupt occurs if both the I/RI 
F/F and the I/RT F/F are ‘‘1’’ (when the input interrupt and 
the timer/counter interrupts are generated simultaneously). 
During this processing, the I/RT F/F remains “1”. The timer/ 
counter interrupt can be implemented after the input interrupt 
processing is achieved. 

The interrupt circuit block diagram is shown in Figure 22. 


With Pull up MOS (PMOS) 
Vec 1/0 


Enable——1 
1/O 
Enable— 













PMOS 





* When “‘Disable”’ is specified for the I/O State at the Halt State, the 
1/O Enable signal shown in the figure turns off the input circuit and 


Figure 21 Configuration of INTo and INT, 


No Pull up MOS 
ope CG. 

1/0 Enable—et | 
PMOS 
I 
\ 
\ 
NMOS 
z ae ce ae Input circuit 

Pull up MOS. 

TIO 


To Status F/F 


TIFO 


To Status F/F 












Leading Pulse 1/E 
INT, C >So = ee vane a ee = 
J p! + 
| ~vp : {} Ys | SEIE—js | 
<— eee ro SeIFO of +-d_) . 
or) ) oc p | ! REIFOR REIE y R 
— | , 
U ' 
Oo Pae ate. 4 To Timer/Counter (Refer to Figure 20) RI 
TW To 
> Status F/F TIF a To Status F/F Be Da & i/RI 
| Leading Pulse Le 
INT,C H>0 ho) > peter Eas 7 : 
ct f* A) y Ys 
= ios = 
6 
Do) yo | pa | SEIF1 : )>—a ) pa INT 
! REIF1—7R Interrupt I/RI 
\ i Request 
: iM 
1 ! 
o Oe estes i pam ler i: D> (Interrupt 
(Refer to Figure 20) Mask Signal) 
/RT 
IFO, |F1 Set has priority over Reset. 
oS 
D F/F (Delayed by One Instruction Cycle) 
Figure 22 Interrupt Circuit Block Diagram 
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m RESET FUNCTION | 
The reset is performed by setting the RESET pin to “1” 
(““High’’ level) and the HMCS47C gets into operation by setting 
it to “0”? (““Low’’ level); Refer to Figure 23. Moreover, the 
HMCS47C has the power-on reset function (ACL; Built-in Reset 
Circuit). The Built-in Reset Circuit restricts the rise condition of 
the power supply; Refer to Figure 24. When the Built-in Reset 
Circuit is used, RESET should be connected to GND. | 
Internal state of the HMCS47C are specified as follows by 
the reset function. 
_* Program Counter (PC) is set to Bank 1 31 Page 3F 
Address (63 Page 3F Address). 
Data I/O Register R79 is set to “‘1’’ (Jumps to Bank 0 by 
execution of LPU instruction after the reset). 
I/RI, I/RT, I/E and CF are reset to “0” - 
IFO, IF1, and TF are set to “1” 
Data I/O Registers (RO to R6) and Discrete I/O Latches 
(Do to D,5) are all set to “‘1” 
Note that all the other logic blocks (the Stack Reg- 
isters, tne Status F/F, the accumulator, the Carry F/F, 
the registers, the Timer/Counter, RAM) are not cleared 
by the reset function. The user should initialize these 
blocks by software. Because the Status F/F after the 
reset is not defined, set the Status F/F to ‘‘0”’ or “‘1” 
before the first execution of the conditional instruc- 
tions (LPU, CAL and BR instructions). 


| (Reset State) 


m® HALT FUNCTION 

When the HLT pin is set to “0”’ (“Low’” level), the internal 
clock stops and all the internal statuses (RAM, the Registers, the 
Carry F/F, the Status F/F, the Program Counter, and all the 
internal statuses) are held. Becuase all internal logic operation 
stop, power consumption is reduced. There are two input/ 
output statuses in the Halt State. The user should specify either 
“Enable” or “‘Disable’’ using a mask option at the time of order- 
ing ROM. 


“Enable” Output ....... The status before the 
Halt State is held. 
Pull up MOS ...ON 


Input ........ Independent of the Halt 
State or Operating State 
(Input Circuit is ON) 
Since Pull up MOS is ON, Pull up MOS 
current flows with output “0” (““Low”’ 
level) in the Halt State (NMOS; ON). 
When a input signal changes, transition 
current flows into a input circuit. Also, 
current flows into Pull up MOS. These 


(Reset State) 


Vow ViH Vi 


trsTt2 


(Operating State) 


trsT1 includes the time required from the power ON until the 


** test? is applied when the operation is in the constant state. 


Figure 23 RESET Timing 


4.5V RESET 
HLT = Vcc 
trsT1 
Vcc 
operation gets into the constant state. 
HLT = Vec 
RESET = GND 


Vec 


* 






toFF 





torr specifies the period when the power supply is OFF, when a 


short break of the power supply occurs and the power supply ON/OFF 


is repeated. 


Figure 24 Power Supply Timing for Built-in Reset Circuit 
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currents are added to the Stand-by 
Supply Current (or Halt Current) 
Output NMOS Output: OFF 
CMOS Output: 
High Impedance 
(NMOS, PMOS: 
OFF) 


“Disable” 


Pullup MOS ... 
Input Input Circuit: OFF 
Both input and output are at high 
impedance state. Since a input circuit 
is OFF, any current other than the Stand- 
by Supply Current (or Halt Current) does 
_____ not flow even if a input signal changes. 
When the HLT pin is set to “‘1’’ (““High’’ level), the HMCS47C 
gets into operation from the status just before the Halt State. 
The halt timing is shown in Figure 25. 


Halt State 
a ee ee EDEN Sea eRe aD Na i eater er he 
HLT 
tHip 
GND--------- 
Figure 25 H 
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CAUTION 
If, during the Halt State, the external reset input is applied 
(RESET = “1” (‘High”’ level)), the internal status is not held. 


# OSCILLATOR 

The HMCS47C contains its own oscillator and frequency 
divider (CPG). The user can obtain the desired timing for opera- 
tion of the LSI by merely connecting an resistor Ry or ceramic 
filter circuit (Internal Clock Operation). Also an external oscil- 
lator can supply a clock (External Clock Operation). 

The OSC, clock frequency is internally divided by four to 
produce the internal system clocks. 

The user may exchange the external parts for the same LSI 
to select either of these two operational modes as shown in 
Figure 26. There is no need of specifying it by using the mask 
option. 

The typical value of clock oscillation frequency (f,,.) varies 
with a oscillation resistor Rr as shown in Figure 27. 


tHLT toprR 


alt Timing 


(a) Internal Clock Operation Using Resistor Ry , 


OSC, 


OSC, 


Wiring of OSC, and OSC, terminals should 
be as short as possible because the oscillation 
frequency is modified by capacitance of 
these terminals. 


(b) Internal Clock Operation Using Ceramic Filter Circuit 


1 
Ceram 
Filter 


| C 
c 
GND 





Ceramic Filter; CSB800A (MURATA) 


R, 1MQ. + 10% 
C, 100pF + 10% (Ceramic Capacitor) 
C, 100pF + 10% (Ceramic Capacitor) 


Figure 26 Clock Operation Mode (to be continued) 
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fose (KHz) 





(c) External Clock Operation 


Th 

ViH 
2.5V 
VIL 

: trep tcp 

Open 
qT 
Duty = —————-x 100% 
Th + Ty 


Figure 26 Clock Operation Mode 


Vec =5V 
Ta =+25°C 


Figure 27 Typical Value of Oscillation Frequency vs. R-¢ 
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@ INSTRUCTION LIST 
The instructions of the HMCS47C are listed according to 
their functions, as shown in Table 6. 


Table 6 Instruction List 






Register > Register 
Instruction 














<“ “DD DRH<>oO 









































X 
Y 
X 
Y 
ae 
RAM Address Register os, & + 
Instruction YtA > Y C 
Y-A-> Y NB 
xX <= SPX 
Y << SPY 
X <= SPX, Y << SPY 
LAM (XY) M-> + SPXY) 
LBM (XY) M-> (XY <@ SPXY) 
RAM ° Register XMA (XY) Me A (XY @— SPXY) 
Instruction XMB (XY) M «* B (XY #_— SPXY) 
LMAIY (X) A > M, Y+1 > Y (X #— SPX) NZ 
LMADY (X) A > M, Y-1 > Y (X #_— SPX) NB 
. LMINY i i> > NZ 
Immediate Transfer LAI i 2 
Instruction a 


Ati > A 
B+1 —> B 
B-1 —- B 
M+A+C (F/F) > A 

M-A-C (F/F) > A 

M+A> A 

Decimal Adjustment (Addition) 
Decimal Adjustment (Subtraction) 
Ati > A 

B > B 

yt es OC AE) 

"0" > C (F/F) 

Test C (F/F) 

Rotation Left 

Rotation Right 

AUB > A 

























Arithmetic Instruction 















C (F/F) 






(to be continued) 
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Compare Instruction 


LY IWWA YW WK 





RAM Bit Manipulation 
Instruction 













Branch on Status 1 
Subroutine Jump on Status 1 

Load Program Counter Upper on Status 1 
Table Branch 

Return from Subroutine 


se (i 








ROM Address 
Instruction 
























aye SEQ 
me see NE 
ic) gies Se BL 
mae a= CF 
MOM =e ASE 
“0” —> IFO 
"0" > IFI 
Interrupt Instruction "0" > TF 
“O" —> CF 
Test INT, 
Test INT, 
Test IFO 
Test 1F 1 
Test TF 


i —  Timer/Counter 
A -—_ Timer/Counter 
Timer/Counter > A 

Return Interrupt 


ks Gs SS D (Y) 

9" > D (Y) 
Test D (Y) 

ee aa D (n) 





D(Y) 
















Input/Output “0” > D (n) 
Instruction R(p) > A 
R(p) > B 
A > R (p) 
B > R (p) 






Pattern Generation 


oP No Operation 


[NOTE] 1. (XY) — after a mnemonic code has four meanings as follows. 


Mnemonic only Instruction execution only 
Mnemonic with X After instruction execution, X « SPX 
Mnemonic with Y After instruction execution, Y << SPY 
Mnemonic with XY After instruction execution, X « SPX, Y < SPY 
[Example] LAM M—> A 
LAMX M-— A, X = SPX 
LAMY M-— A, Y @ SPY 
LAMX Y M-—> A, X @ SPX, Y @ SPY 
2. Status column shows the factor which bring the Status F/F ‘’1'’ under judgement instruction or instruction accompanying the judgement. 
NZ .... ALU Not Zero 
Caen are ALU Overflow in Addition, that is, Carry 
NB .... ALU Overflow in Subtraction, that is, No Borrow 
Except above ........ Contents of the status column affects the Status F/F directly. 


3. The Carry F/F (C(F/F)) is not always affected by executing the instruction which affects the Status F/F. 
Instruction which affect the Carry F/F are eight as follows. 


AMC SEC 
SMC REC 
DAA ROTL 
DAS ROTR 


4. All instructions except the pattern instruction (P p) are executed in 1 instruction cycle. The pattern instruction (P p) is executed 
in 2 instruction cycles. 
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(To be filled 


®@ HMCS47C 1/0 COMPOSITION TABLE Customer’s ROM Code Name Rg eee 
(1) 1/O Option Customer Beer et 


2 
A 


Cc 





Remarks 


1/0 
1/0 
1/0 
1/0 





= 


1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/O 
1/0 
1/0 
1/0 
— 0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
1/0 
VO | 
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[NOTE] Mark a selected composition with a circle (0° ). 


A. No Pull up MOS 
B. With Pull up MOS 
C. CMOS Output 


(2) 1/O State at ‘‘Halt’’ State (3) Package 
| Enable _ 1 Disable 1 FP-54 C1 DP-64S 
[NOTE] Mark a selected I/O State with a check mark (Vv ). [NOTE] Marka selected package with a check mark ( v ). 
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# PACKAGE DIMENSIONS 
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(Unit: mm) 
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